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 • Maximum flow rate 1.5 gpm @ 60 PSI. 

Min.2 1/2" (64 mm)
Clearance to Back
Splash Recommended

Cassidy™ Series
 Single Handle Deck Mount
 Single or 3 Hole Sink Applications

6 13/16"
(173 mm)

6 1/8"(64mm)
Max. Deck
Thickness

2 1/2"
(156 mm)

4 3/8"
(111 mm)

5 13/32"
(137mm)

5 27/32"
(148 mm)

2 3/32"
(53 mm)

3 13/32"
(87 mm)

6 3/8"
(162 mm)

2 3/8"
(60 mm)

3 9/16"
(91 mm)

1/2"-14 NPSM 
adapters

Copper Tubing

5/16-18 UNC

3/8" O.D. 

5 1/2"
(38mm)
Max. Deck
Thickness

1 1/2"

(140 mm)

3 11/16"
(94 mm)

8 5/16"
(211 mm)

11 1/8"
(283mm)

9  31/32"
(253mm) 10 1/32"

(255mm)

5 13/32"
(137mm)

1/2"-14 NPSM 
adapters

Copper Tubing

5/16-18 UNC

3/8" O.D. 

• Single handle lavatory sink faucets for exposed
mounting on single or 3 hole sinks.

• Solid brass fabricated body.
•6 13/16" (173 mm) high, 5 13/32" (137 mm) long,
 spout with model 597LF.

•11 9/16" (294 mm) high, 5 13/32" (137 mm) long,
  spout with model 797LF.

• Lever handle. Control mechanism is replaceable      
cartridge with ceramic plates.

• Mounting wrench to assist in tightening mounting
nut securely.

   

• Thin deck mounting aid to help secure product     
   if used on thin sinks.

5 7/32"
(133 mm)

1 3/8"
(35 mm)

2 1/8"
(54 mm)

5 9/32"
(134 mm)

0

1

2

3

4

5

0 10 20 30 40 50 60 70 80 90

Fl
ow

 (U
.S

.G
al

lo
n

s
 Pe

r
M

in
u

te
) 6

0 69 138 207 276 345 414 483 552 621

0

3.8

7.6

11.4

15.1

18.9

22.7

Pressure  kPa)

F
low

 (Liters Per M
inute)

Pressure )PSI)

)

1 1/8"~1 1/2"
(29~38 mm)

Hole Size

1 1/8"~1 1/2"
(29~38 mm)

Hole Size

Min.2 1/2" (64 mm)
Clearance to Back
Splash Recommended

2 3/8"
(60 mm)

LAVATORY 
FAUCETS

• Centermount or 4" (102 mm) centers with                  
      optional 5 27/32" (148 mm) escutcheon.

• Keyed trim ring and 5 27/32" (148 mm) escutcheon       
   to help alignment and aid installation.   

 1 1/4"
(32 mm) Dia.

 2 1/8"
(54 mm) Dia.

3 3/8"
(86 mm)

 1 5/8"
(41 mm)
to 2 3/8"
(60 mm)

1 3/8"
(35 mm) Dia.

 4 5/8"
(117 mm)

11 9/16"
(294 mm)

®

®
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COMPLIES WITH:
• ASME A112.18.1 M / CSA B125.1

 Indicates compliance to   
 ICC/ANSI A117.1

• 
Verified compliant with 0.25% weighted average Pb     

   content regulations.

3 13/32"
(87 mm)

2 3/32"
(53 mm)

Metal Pop-Up (597LF only)

• 1/2" NPSM threaded male inlet shanks.

 Single Hole Riser Models

•  Models have metal drain with pop-up type      
   fitting with plated flange and stopper  (597LF only).

WARRANTY
• Lifetime Faucet and Finish Limited Warranty to the        
    original consumer purchaser to be free from defects       
    in material and workmanship.
• 5 Year Limited Warranty for usage in all industrial,        
    commercial and business applications.

EPA WaterSense®


